Laminate Flooring Repair
This playbook describes the steps to fix common issues with laminate flooring such as scratches, peeling, or warping. Replacement pieces are used to restore the damaged areas and maintain the flooring's appearance.

Step 1: Assessment
Inspect the laminate flooring to identify all areas that have scratches, peeling, or warping. It's important to assess the extent of the damage to determine if repairs can be localized or if larger sections need replacement.
Step 2: Preparation
Clear the work area by removing furniture and any obstacles. Clean the damaged laminate flooring thoroughly to ensure there's no debris or dust. Gather all necessary tools and replacement pieces before starting the repair.
Step 3: Removal
Carefully remove the affected laminate pieces. If they're glued down, use a putty knife or a similar tool to pry them up. If they click together, unlock the boards from each other using the appropriate method for your type of laminate.
Step 4: Base Cleaning
Once the damaged pieces are removed, clean the base floor underneath to prepare for the new laminate pieces. Ensure the area is free from adhesive residue, dust, and particles.
Step 5: Fitting New Pieces
Measure and cut the new laminate pieces to fit the area if necessary, considering any patterns to match the surrounding floor. Dry fit the pieces before securing them to ensure a perfect match.
Step 6: Installation
Install the new laminate pieces. If they're designed to click together, click them into place, ensuring a tight fit. If they require glue, apply adhesive as directed and place them carefully, applying weight evenly until the adhesive sets.
Step 7: Finishing Touches
Once the new pieces are secured, inspect the repaired area to ensure the flooring is level and there are no gaps. Use sealant if needed to blend the repair with the existing flooring. Return furniture to the area after proper drying time, per manufacturer's instructions.

General Notes
Replacement Matching
Make sure that the replacement pieces match the existing flooring in color and pattern to maintain a uniform look across the floor.
Tool Availability
Ensure all tools needed for the repair are available beforehand, such as a hammer, saw, chisel, putty knife, and measuring tape.
Manufacturer's Guide
Refer to the manufacturer’s instructions for specific details regarding the removal, cutting, and installation of their laminate product to avoid any warranty voidance or damage.




